Jenia Lubich. Technical Rider

5 musicians on stage: Jenia Lubich (vocal, acustic guitar), Stas Berezovsky (guitar), Dmitry Turiev (bass guitar), Andrey Ivanov (drums), Denis Kirillov (keyboard)

For a successful performance Jenia Lubich's band needs a sound engineer and the following equipment: 

1.Drums. Drums must be provided to the band. The quality of drums has to be not lower than the “Sonor Force 2003 (natural)”.  

The needed complication: 

Bass drum (preferably 20 inches), pedal for drums, mounted tom, floor tom with legs, snare drum, snare drum stand, 3 stands for cymbals,  a stand under the hi-hat with a lock,  chimes on the stand (if possible), chair for the drummer and all the needed instrumental microphones. The plastics for drumms must be in good condition

2. Combo for bass has to contain not less than 150 Vatt in power. 

The following models (in descending order) are mostly preferable: Markbass, Phil Jones, SWR, Gallien Krueger, Hartke, Ampeg, Trace Elliot, in a pinch Fender BXR. Other models won't be acccepted. Stand for the bass, Dibox.
3.Gutar combo. Such models are mostly preferable:  Fender twin, Fender de luxe, Vox, Orange, Crate, etc. tube. Not Marshall.

Two guitar stands, one of which is for an acoustic guitar. Network connector has to be situated in immediate proximity to a monitor line of a gutar player. The acoustic guitar may be connected with an input line. The sound from the guitar amplifier may be taken with a microphone, or with a microphone together with a combo line-out. 


4. Keyboards. The following models may be provided to the band:  Clavia Nord Stage (any modification) or  Clavia Nord Electro. 2-level keyboard stand (operational, stable), sustain pedal: Roland. Not Korg (!!),  4-wires jack-jack, four single channels or 2 dual Di-boxes, a stand with a microphone and with a wire to connect it, combo for the keyboard is desirable.


It is important to understand in advance, whether the group will be provided with a keyboard!

5.Two guitar stands (for acoustic guitars), two wires jack-jack, Di-Box, microphone stand and a cable for microphone (Shure beta 58), high bar chair.

Sound equipment:
1. FOH - 24-channel console.
2. required number of compressors (see patch list below)
3. Effects - 2 halls, delay

4. on the stage must be 6 monitors and not less than 3 monitor lines (preferably 5)

Sound check.
It is necessary to provide a sound engineer to the band.
For the sound-check a band requires a minimum of 2 hour.
Sound check should begin no later than 3 hours before the concert.
All the equipment should be connected, checked and tuned before the artists arrival.

If you have any questions, contact us: 

E-mail: admin@jenialubich.com 

Dmitry Touriev: +7-911-934-5387,  dmitry.touriev@gmail.com
A patch list and stage-plan see below.

Patch List.

	1
	Kick
	Mic
	Comp/gate

	2
	Snare
	Mic
	Comp

	3
	Hi-Hat
	Condencer mic
	

	4
	Tom 1
	Mic
	Gate

	5
	Floor Tom
	Mic
	Gate

	6
	OH Left
	Condencer mic
	

	7
	OH Right
	Condencer mic
	

	8
	Bass
	DI
	Comp

	9
	Guitar 1
	Mic
	Comp

	10
	Guitar 2
	DI
	Comp

	11
	Guitar 3
	DI
	Comp

	11
	Keys1 Left
	DI
	

	12
	Keys1 Right
	DI
	

	13
	Keys2 Left
	DI
	

	14
	Keys2 Right
	DI
	

	15
	Vocal 1
	Shure beta 58 
	Comp/gate

	16
	Vocal 2
	Mic for a keyboard player
	Comp/gate

	17
	Hall 1 Return Left
	
	

	18
	Hall 1 Return Right
	
	

	19
	Hall 2 Return Left
	
	

	20
	Hall 2 Return Right
	
	

	21
	Delay Return Left
	
	

	22
	Delay Return Right
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